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EN 14470-1 EN 14470-1 & FM& FM(1) SAFETY CABINETS TYPE 105 MINSAFETY CABINETS TYPE 105 MIN
FOR FLAMMABLE PRODUCTSFOR FLAMMABLE PRODUCTS

RANGE 790+ EN 14470-1 EN 1363-1 FM 6050

08
/2

01
9

CERTIFICATIONCERTIFICATION
- Tested and approved according to EN 14470-1 (04/2004) and EN 
1363-1 (06/2000) type 90.
- Normalized labelling according to ISO 3864 and EN 14470-1 
(04/2004) norms, and 92/58/CEE european directive.
- (1)Tested and approved Type 10 minutes according to FM 6050 
(Factory Mutual internationnal). 

ADVANTAGESADVANTAGES
- Fire resistance for 105 minutes (approved Type 90) in as per ISO 
834 fi re heating curve.
- Tested and approved by an independent European laboratory.

PASSIVE SECURITYPASSIVE SECURITY
- Double wall construction : 

• Outer housing made of sheet steel (12/10th) with high quality 
epoxy coating RAL 9010.
• Inner body built in white (RAL 9010) melamine-based wood.

- Thermal insulation panel between the walls avoiding thermal 
bridges.
- Removable bottom containment sump.
- Safety labellings as per EN 14470-1.
- Adjustable containment shelves. 
- Earthing link.

ACTIVE SECURITYACTIVE SECURITY
- Ø 100 mm air inlet and outlet ducts for whether natural 
ventilation or connection with forced ventilation/filtration 
system.

- In case of fire, a thermo-fuse automatically seals off the 
ventilation system.
- Thermo-expanding seals of the door(s) allow keeping the 
internal body fireproof.
- Separately locking door(s) with cylinder locks.
- Self-closing door(s) with option to keep the door(s) open. 
If the temperature rises to 47°C, a fuse link closes the door(s) 
automatically.

OPTIONSOPTIONS
- Doors with different color possibility for 794 and 795 
models:

• Frame and shelves in white (RAL 9010); doors in yellow  
(RAL1023)

- Additional shelf
- Grating for retention tank
- Drawer / sliding retention tray
- PVC surprotections
- Ventilation or filter casings
- Absorbent mats to be placed at the bottom of the holding 
tank (packets of 10 sheets)
- Code lock (1 per door)

Cooling system

To increase the security of your cabinet 
and control the temperature inside, we 
propose you a cooling system. Ask-us for 
more information.

doors in yellow
(RAL1023)

Self-closing door(s)
with thermo-fuse

Key locking
System

Removable base 
through

Moving by pallet truck 
(empty)

Containment
Shelf

Standardized
labeling

795+E + C235



Supplied by Merlin Industrial Products Ltd  - +44(0)1752 690622 - sales@mipl.uk

13

Th
e 

m
an

uf
ac

tu
re

r r
es

er
ve

s 
th

e 
rig

ht
 to

 d
is

co
nt

in
ue

 o
r c

ha
ng

e 
sp

ec
ifi 

ca
tio

ns
 o

r d
es

ig
ns

 a
t a

ny
 ti

m
e 

w
ith

ou
t n

ot
ic

e 
an

d 
w

ith
ou

t i
nc

ur
rin

g 
ob

lig
at

io
ns

.

Fl
am

m
ab

le
ca

bi
ne

ts
Co

rr
os

iv
e

ca
bi

ne
ts

To
xi

c 
ca

bi
ne

ts
an

d 
m

ul
tir

is
k

Pe
st

ic
id

e
ra

ng
e

Fu
m

e 
ho

od
s, 

fi l
te

rin
g

ca
bi

ne
ts

 - 
Ve

nt
ila

tio
n

Co
nt

ai
nm

en
t

an
d 

Ca
ns

Fi
le

 c
ab

in
et

s
An

ti-
fir

e 
eq

ui
pm

en
ts

Sh
ow

er
s 

an
d 

fi r
st

-
ai

d 
eq

ui
pm

en
ts

13

RANGE 790+
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EN 14470-1 EN 1363-1 FM 6050

Door’s reference Description Type
Number 

of
door(s)

Outside
dimensions 

H x W x D (mm)

Storage
capacity

(L)

Delivered with
Maximum load
per shelf (kg)

Weight 
(kg)Containment 

shelf
Containment 

sumpwhite yellow
791+E (1) - Cabinet equipped under-bench 1 630 x 635 x 570 (1) 30 1 1 30 127
791T+ (1) - Cabinet equipped under-bench 1 630 x 635 x 570 (1) 30 - 1 30 155
792+E (1) - Cabinet equipped under-bench 2 630 x 1137 x 570 (1) 60 1 1 50 213
792T+ (1) - Cabinet equipped under-bench 1 630 x 1137 x 570 (1) 60 - 1 50 240
793+E (2) - Cabinet equipped working cover 2 1100 x 1137 x 670 (2) 115 2 1 30 297
798+E (2) - Cabinet equipped working cover 1 1100 x 635 x 670 (2) 65 2 1 40 182
794+E (3) 794+PJE (3) Cabinet equipped tall 1 1950 x 635 x 620 (3) 130 3 1 50 287
795+E (3) 795+PJE (3) Cabinet equipped tall 2 1950 x 1137 x 620 (3) 250 3 1 30 453

795+900E (3) - Cabinet equipped tall 2 1950 x 905 x 620 (3) 200 3 1 46 438

CABINETS WITH EQUIPMENTSCABINETS WITH EQUIPMENTS

P/N Description
Outside

dimensions 
H x W x D (mm)

Weight 
(kg)

E1 Containment shelf for 1 door cabinet type 791+ 30 x 490 x 285
E2 Containment shelf for 2 doors cabinet type 792+ 30 x 1000 x 285
E48 Containment shelf for 1 door cabinet - W: 635 – D: 670 mm 30 x 490 x 410 3
E35 Containment shelf for 2 doors cabinet - W: 1135 – D: 670 mm 30 x 1000 x 410 6

E235-900 Containment shelf for 2 doors cabinet - W: 900 – D:670 mm 30 x 765 x 410 6
B1 Containment sump for 1 door cabinet type 791+ 100 x 490 x 380
B2 Containment sump for 2 doors cabinet type 792+ 100 x 1000 x 380

B48 Containment sump for 1 door cabinet - W: 635 – D: 670 mm 100 x 490 x 410 5
B35 Containment sump for 2 doors cabinet - W: 1135 – D: 670 mm 100 x 1000 x 410 10

B235-900 Containment sump for 2 doors cabinet - W: 900 – D:670 mm 100 x 765 x 410 10
C1 Perforated cover plate for 1 door cabinet type 791+ 90 x 480 x 315
C2 Perforated cover plate for 2 doors cabinet type 792+ 90 x 990 x 315

C48 Perforated cover plate for 1 door cabinet - W: 635 - D: 670 mm 90 x 460 x 390 4
C35 Perforated cover plate for 2 doors cabinet - W:1135 - D: 670 mm 90 x 990 x 400 8

C235-900 Perforated cover plate for 2 doors cabinet - W:900 - D:670 mm 90 x 755 x 400 8
C1T Perforated cover plate for 1 door drawer cabinet 791T+ 80 x 430 x 390 8
C2T Perforated cover plate for 1 door drawer cabinet 792T+ 80 x 940 x 390 8
T48 Self retracting shelf for 1 door cabinet - W: 635 mm - D: 670 mm 80 x 420 x 380 6
T35 Self retracting shelf for 2 doors cabinet - W:1135 mm - D:670 mm 80 x 930 x 380 12

T235-900 Self retracting shelf for 2 doors cabinet - W:900 mm - D:670 mm 80 x 695 x 380 12
SE48 PVC containment shelf for E79148 (for E79235 model, 2 pieces by level are required) 30 x 488 x 377 3

SB48 PVC Containment sump for 1 door cabinet in W: 670 mm.
For 2 doors models in W: 1135, 2 pieces by level are required). 100 x 471 x 409 5

TP48 Sloping roof for cabinet 1 door cabinet - W : 635 mm - 670 mm 235 x 640 x 620 10
TP35 Sloping roof for cabinet 2 doors cabinet - W : 1135 mm - 670 mm 235 x 1140 x 620 20

SERCODE Code lock ((1 per door) - -

EQUIPMENTS AND ACCESSORIESEQUIPMENTS AND ACCESSORIES

(1) Depth with the connecting sleeve at the back. Depth without connecting sleeve : 520 mm
(2) Depth with the connecting sleeve at the back. Depth without connecting sleeve : 620 mm
(3) Height with the connecting sleeve at the back. Height without connecting sleeve : 1900 mm

NON-EQUIPPED CABINETSNON-EQUIPPED CABINETS

Reference Description Type Number of
door(s)

Outside
dimensions

H x W x D (mm)

Inside
dimensions

H x W x D (mm)

Weight
(kg)

791+ Cabinet without equipment under-bench 1 630 x 635 x 570 (1) 420 x 490 x 285 122
792+ Cabinet without equipment under-bench 2 630 x 1137 x 570 (1) 420 x 1000 x 285 203
793+ Cabinet without equipment working cover 2 1100 x 1137 x 670 (2) 820 x 1000 x 410 277
798+ Cabinet without equipment working cover 1 1100 x 635 x 670 (2) 820 x 490 x 410 171
794+ Cabinet without equipment tall 1 1950 x 635 x 620 (3) 1620 x 490 x 410 277
795+ Cabinet without equipment tall 2 1950 x 1137 x 620 (3) 1620 x 1000 x 410 435

795+900 Cabinet without equipment tall 2 1950 x 905 x 620 (3) 1620 x 765 x 410 420

794+E + C148 795+EJ
 Option

Code lock SERCODE
(1 per door)


